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DESIGN  No.  1. 


SUPPLEMENT. 


Plate  No.  1 . — A  perspective  view  of  a  Peasant’s  Cottage,  designed  as  a  secondary  Gate 
Lodge,  at  Teddesley,  the  demesne  of  the  Right  Hon.  E.  J.  Littleton,  M.  P.  for  the 
County  of  Stafford,  to  whom  the  plate  is  respectfully  dedicated. 

Plate  No.  2. — The  Ground  and  Chamber  Plan. 

Plate  No.  3c — The  Entrance,  and  principal  Elevation. 

Plate  No.  4. — Transverse,  and  Longitudinal  Sections. 

A  Specification  of  the  several  Works  for  the  erection  of  this  Cottage  is  subjoined. 

The  design  is  so  arranged,  having  two  door-way  entrances,  and  two  staircases,  that  the 
Cottage  may  he  easily  divided  for  the  accommodation  of  two  distinct  families,  with  similar 
offices  attached  to  each  division. 


Estimate  for  the  erection  of  this  Cottage  in  Stone  and  Brick  work  .£230  0 
If  the  exterior  be  completed  in  Rough  Cast  without  Stone  Quoins  I  ini  m 
and  Dressings,  only . $ 


DESIGN  No.  2. 

SMALL  DAIRY  FARM,  OR  COTTAGE. 

The  whole  of  this  design  is  represented  on  Plate  No.  5,  which  contains  the  plans, 
elevations,  and  a  perspective  view  of  the  Building,  comprising  Living-room,  Bed-rooms, 
Scullery,  Dairy,  Pantry,  Cart  Shed,  &c. 


Estimate . £“276. 


DESIGN  No.  3. 

AN  ORNAMENTAL  COTTAGE. 

Represented  on  Plate  No.  6,  by  four  elevations,  and  the  ground  and  chamber  plans, 
consisting  of  a  Living-room,  or  Kitchen,  a  Dairy,  Pantry,  Porch,  and  four  Bed-rooms. 

This  Cottage  may  be  erected  in  Brick  work  covered  with  rough  cast.  The  dressings  of 
roughly  scappelled  Stone,  and  the  artificial  Timber  work  may  he  wrought  in  plaster,  or 
cement,  and  painted  in  imitation  of  old  oak.  The  Roof  may  be  covered  with  Slates,  or 
plain  Tiles  of  a  greyish  tint.  A  different  or  a  more  simple  form  may  be  given  to  the 
Chimneys.  The  cost  of  this  building  will  depend  upon  its  comparative  decorated  effect  . 


Estimate 


£183. 
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DESIGN  No.  4. 

Plate  No.  7,  design  for  a  group  of  eight  Peasants’  Cottages,  with  the  end  and  front 
elevation,  and  an  isometrical  view  of  the  whole.  The  wings,  containing  four  Cottages, 
have  chamber  floors.  The  four  Cottages,  forming  the  centre  of  the  group,  are  only  one 
story  in  height.  These  Cottages  are  designed  to  form  a  little  neighbourhood  for  the 
social  convenience  of  the  labourers  employed  on  a  private  Gentleman’s  demesne,  or  for  a 
great  farm ;  or  may  form,  with  detached  Cottages  to  either,  a  separate  hamlet,  or 
additions  to  one  already  formed,  or  to  a  village,  or  other  community  of  rustics. 


4  End  Cottages,  two  stories  in  height,  .£103  each  .  £412  0 

4  Cottages  within  the  wings,  one  story  high,  £63  2  .  252  8 

Total  cost  of  the  8  Cottages  ....  £664  8 


DESIGN  No.  5. 

Plate  No.  8. — Intended  for  an  Inn,  and  Hotel,  appropriate  to  a  village  adjacent  to 
the  mansion  of  some  great  family ;  or  on  the  high  road,  at  a  short  distance  from  a  small 
town.  It  contains  a  Parlour  for  Travellers,  a  Tap-room,  Bar,  Bar-parlour,  Store-room, 
and  Spirit-room,  Kitchen,  Larder,  Cook’s  Pantry,  Scullery,  Brew-house  and  Cooling- 
room,  Water  Closets,  &c. 

The  chamber  floor  contains  ten  Bed-rooms. 

Bed-rooms  No.  9  and  10,  may  he  united  to  serve  for  a  public  Dining-room,  or  a  Club- 
room.  Additional  Bed-rooms  may  be  made  over  the  Scullery  and  Brew-house. 

The  part  of  the  building  shown  only  one  story  in  height  above  the  ground  floor  will 
admit  of  a  basement  floor  for  cellarage. 


Estimate  of  the  Hotel  and  Offices 


£1827  10. 
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SUPPLEMENT  PART  E 


SPECIFICATION  TO  DESIGN  No.  1. 


Plates  1,  2,  3,  and  4. 


DIGGER. 

Dig  out  the  trenches  for  all  the  foundation  Walls,  and  fill  up  the  spaces  on  both  sides 
the  Walls  with  earth,  to  the  level  of  the  surface  of  the  intended  line  of  the  ground  level, 
and  ram  the  earth  quite  hard.  Excavate  and  fill  up,  in  like  manner,  round  the  Walls, 
for  all  the  Walls  required,  or  for  Drains,  Vaults,  Cess  Pools,  Partitions,  Dwarf  Walls, 
or  other  Brick  work  required  by  the  Plans. 


BRICKLAYER  AND  MASON. 


The  Walls  to  be  constructed  to  the  depth,  height,  and  thickness  described  by  the  Walls, 
several  plans,  elevations  and  Sections,  to  be  composed  of  the  best  Materials,  as  hereafter 
set  forth,  the  whole  to  be  well  flushed  in  Mortar,  of  the  best  and  most  approved  compound  Mortar, 
of  sharp  Sand  and  well-burnt  Lime,  and  grouted  every  third  course,  if  required,  if 
proper  to  be  adopted  for  the  Materials  proposed  to  be  used. 

Note.  It  is  not  proper  to  grout  Walls  built  with  Lime  Stone,  or  any  other  Material, 
which  has  not  an  absorbent  quality. 


The  Plinths  and  Quoins  of  the  Walls,  above  the  ground  line  of  the  Walls  and  6  ins 
below,  to  be  formed  according  to  the  Elevations,  with  Stone  neatly  tooled,  (or  scappelled 
or  hammer-dressed,  as  may  be  preferred,)  and  placed  in  alternate  courses  projecting  each 
way,  as  therein  described,  and  well  bonded  to  the  Brick  work,  and,  where  it  is  required, 
some  of  the  Stones  must  go  through  the  Walls  to  bond  the  angles  of  the  Walls  together. 

The  Labels  and  Reveals  to  the  Doors  and  Windows  to  be  of  Stone,  (to  be  neatly  tooled, 
or  scappelled,  or  hammer-dressed,  as  may  be  required,)  to  be  completed  as  set  forth  in  the 
detailed  working  drawings,  which  describe  minutely  the  form  and  particular  mode  of 
finishing,  and  also  in  respect  to  the  completion  of  the  Porches,  or  Entrance  Doorways. 

The  Dressings,  Steps,  Plinths,  and  other  parts  as  set  forth  in  the  working  drawings, 
to  be,  as  therein  shown,  of  Stone,  and  finished  accordingly,  to  correspond  to  the  general 
design. 

All  the  Exterior  Walls,  viz.  the  spaces  between  the  Windows  and  Doors,  or  the 
parts  surrounding  the  Doors  and  Windows,  between  the  Plinths  and  the  plate  of  the 
Roof,  or  String  Course,  to  be  completed  in  common  Brick  work,  neatly  set  and  pointed 
for  colouring,  or  completed  with  common  Wall  Stone  in  courses,  if  the  Country  afford 
Stone  at  a  cheaper  rate  than  Brick  work. 

The  Interior  Walls  which  exceed  9  ins  in  thickness  are  to  be  of  sound  well 


Plinths  and 
Quoins. 


Bond 

Stones. 

Labels  to 
Doors  and 
Windows. 


Steps. 

Plinths. 


Exterior 

Walls. 

Facing  to 
Walls  for 
Colouring,  or 
if  Stone  can 
be  obtained, 
to  build  the 
Walls. 


constructed  Brick  work,  (or,  if  Stone  can  be  obtained  at  a  cheaper  rate,  to  be  of  Stone,) 
in  courses  set  in  good  Mortar. 
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For  all  the  interior  Walls  of  9  ins  in  thickness  provide  well  burnt  Bricks  set  and 
flushed  in  Mortar. 

Partition  All  the  4f-  inch  partition  Walls  for  the  interior,  to  be  properly  Brick  nogged,  and 
Walls.  fluslied  in  Mortar,  and  the  Timber  work  to  be  done  in  the  usual  and  workmanlike 
manner. 


CARPENTER  AND  JOINER’S  WORK. 

THE  GABLES  AND  VERGE  BOARDING. 

Gable  Walls.  The  Gables  to  be  executed  in  rough  Brick  work  preparatory  for  receiving  the  rough 
casting.  Proper  Wood  Bricks  to  be  introduced  in  the  parts  required  for  the  indicatory 
Timber  framings,  which  are  to  he  formed  in  Wood  linings. 

Note.  This  may  he  done  in  either  Wood  linings  secured  to  the  wooden  Bricks  as  above 
described ,  or  the  whole  may  be  formed  in  Plaster,  and  the  parts  to  represent  the 
Timber  framings  must  be  painted  in  Oil  colour  to  represent  old  Oak. 

The  Wall  Plates  or  String  Courses  at  the  bottom  of  the  Roof  and  Gables,  for  the  Gable 
Timbers  (artificial  or  otherwise)  to  rest  upon,  to  he  9  ins  in  depth,  and  2-f  ins  in  thickness, 
to  project  If  inches  before  the  face  of  the  rough-cast  Plaster  Gable. 

The  Verge  Boards  to  be  cut  out  of  2^  inch  Timber  plank,  well  spiked  to  the  rafter-ends 
of  the  Roof  and  Purlins.  The  Soffit  of  the  Roof  projecting  to  be  furred  out,  and  plastered 
with  one  coat  and  set. 

The  Brackets  for  the  projecting  centre  Gable  to  be  cut  out  of  Oak  Branches  to  the 
form  shown  in  the  drawing,  and  to  be  well  wedged  into  the  Walls,  and  secured  with 
spikes  to  the  ends  of  the  Soffit  of  the  Roof. 

The  Roof  to  be  formed  of  dram  Battens  6f  by  2f,  Purlins  6f  by  4,  Collars  6f  by  2f, 
Braces  4f  by  2,  Ceiling  Joist  5  by  If,  Ridge  Piece  9  by  If,  Battens  for  Slate  2  by  1, 
Furring  out  for  the  Soffits  of  Roof  where  they  project  3  by  If,  Wall  Plates  4  by  3.  The 
whole  of  the  Roofs  to  be  framed,  as  shown  in  the  drawings,  and  to  working  drawings  to 
he  provided  for  that  purpose,  and  providing  all  necessary  Bolts,  Straps,  Spikes,  and  other 
Materials,  and  labour  to  perfect  and  complete  the  Roof  ready  for  the  Slater  or  Tiler,  as 
may  be  required.  Provide  all  Lier  and  Valley  Boards  for  the  Eaves,  Valleys,  Gutters,  or 
Verges  required. 

CHAMBER  FLOOR. 

Floors  of  Common  Joist  7  by  2f,  well  spiked  at  the  ends  to  Plates  4f  by  2f,  which  must  be 
Joist,  firmly  bedded  upon  the  Walls.  The  Trimming  Joist  7  by  3,  to  be  framed  and  pinned, 
and  well  secured  to  the  Templates  4f  by  3f ,  ( to  be  not  less  than  4  feet  in  length,)  and  to 
be  provided  where  required.  The  Floors  to  have  two  tier  of  bridgings  to  each  room,  6  ins 
deep  by  If  thick,  well  nailed  to  the  Joist.  The  Joist  to  go  into  the  Walls  not  less  than 
9  inches. 

GROUND  FLOOR  JOIST. 

Note.  If  the  Cottage  be  not  divided  into  two,  one  of  the  Rooms  upon  the  Ground  Floor 
need  only  to  be  boarded,  that  intended  for  the  Kitchen  to  be  paved  with  Stone  or 
Brick.  The  Ground  Floor  Joist  to  be  of  Oak,  5  by  2f  ins,  laid  upon  Templates  of 
the  same  scantling,  bedded  upon  dwarf  Walls  the  requisite  height  (see  Sections). 
The  whole  well  spiked  to  the  Templates,  and  trimmed  to  the  Fire-place  and  openings. 

lintels. 

Lintels.  Provide  Lintels  6  by  4f  to  all  Window  and  Door  openings  where  necessary,  bedded 
in  Mortar,  and  18  inches  longer  than  the  openings  between  the  Reveals. 
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Provide  all  necessary  furring  out  from  the  Rafters  to  the  Floor,  for  the  sides  of  the 
Bed  Rooms,  where  the  height  of  the  Rafters  does  not  exceed  2  ft  6  ins  from  the  Floor, 
and  the  boarded  Floors  of  the  Chambers  to  extend  as  far  as  the  sides  of  the  enclosure. 

Note.  The  parts  of  the  Room  having  a  less  height  than  2  ft  6  ins  need  not  he  enclosed. 

The  Chamber  Floors  and  the  Living-room  Landings  and  Closets  to  be  boarded  with 
1|  yellow  Deal,  folded  and  well  nailed  to  the  Joist,  and  the  Hearths  properly  bordered. 
The  External  Doorways  to  have  proper  framed,  beaded,  and  rebated  Door  Frames, 
5  by  3|,  with  \  battened  Pannels  to  Doors,  and  If  by  4§  rebated  Frames,  with  cross 
ledges  at  the  back  to  receive  the  battening,  well  nailed  and  framed  to  the  Stiles.  The 
bottom  rail  to  be  9  ins  wide.  The  battened  Pannels  to  be  groved,  tongued,  and  beaded. 
The  Doors  to  be  hung  with  strong  T  Hinges  with  two  7  inch  Bolts,  and  a  stock  Lock  of 
the  value  of  3  s  6d  to  each  Door.  The  Interior  Doors  to  have  proper  Door  Frames  5 
by  3,  rebated  and  beaded,  with  %  ledged  Doors,  beaded,  groved,  and  tongued,  with  top, 
bottom,  and  centre  Ledge,  6  ins  wide ;  the  Door  to  be  hung  with  T  Hinges  12  ins  long, 
well  screwed  on,  with  Norfolk  Latches  to  all  the  interior  Doors  on  the  Ground  Floor, 
and  stock  Locks  to  the  Bed-room  and  Closet  Doors,  of  the  value  of  3  s  to  each  Door.- — 
Provide  30  feet  superficial  of  Inwrought  Shelves,  for  the  Dairy,  fixed  upon  strong 
bearers,  and  40  feet  superficial  of  ditto,  1|  thick,  for  the  Pantry  and  Closets,  on  brackets, 
and  the  ends  plugged  into  the  Walls,  all  securely  and  neatly  finished.  Provide  and  fix 
to  the  Chambers,  Landings,  and  Staircases,  Skirting  4  ins  wide  and  %  thick,  wrought, 
plain,  and  plugged,  w'here  necessary,  to  the  Walls,  and  otherwise  fixed  in  the  usual  and 
workmanlike  manner.  The  Skirting  to  the  Living  Room  to  be  4^  inches  high,  f  beaded 
on  the  upper  edge,  and  plugged  to  the  Walls.  The  Skirting  to  the  Kitchen  and  Offices 
to  be  the  same  as  for  the  Chambers,  and  fixed  in  a  similar  manner.  Provide  §  beaded 
Linings  to  the  inside  Reveals  of  all  the  Doorways  and  Windows  where  required,  to  be 
flush  with  the  Plastering  upon  the  interior  Walls,  for  the  protection  of  the  angles,  beaded 
and  quirked.  Provide  the  Window  Shutters  and  Finishings  thereto,  as  set  forth  in  the 
detailed  working  drawings,  and  the  same  in  respect  to  the  Closet  Fronts,  and  Window 
and  Door  Architraves.  The  Stairs  to  be  of  1  \  yellow  Deal  upon  Fir  bearers  4  by  1,  framed 
to  a  newel  2J  ins  square.  The  whole  wrought  where  required,  and  completed  in  a  work¬ 
manlike  manner.  Provide  £5  for  the  Stone  Chimney-pieces  to  the  several  Rooms,  and 
£3  for  the  Stoves  and  Fittings  necessary  thereto. 
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PLASTERER. 

Lath,  plaster,  set,  and  white  all  the  Ceilings,  and  render  all  the  Walls  and  brick- 
nogged  Partitions,  and  the  Porches  with  one  coat  and  set,  and  coloured  with  any  sized 
common  Colour,  as  shall  be  directed.  Lath,  plaster,  and  set  all  the  external  Soffits  to 
the  projecting  parts  of  Roofs,  or  Ceilings  of  Porches,  and  colour  the  same.  Perform  all 
quirks  pointing  to  the  Slates  or  Tiling  inside  of  the  Roofs,  where  required,  or  any  other 
work  necessary  to  complete  the  design  for  the  Cottage. 


SLATER. 

Cover  the  Roofs  with  grey-coloured  Ton  Slates  of  small  size,  laid  on  laths  2  by  1,  well 
nailed  to  the  Rafters,  and  the  Slates  secured  with  oiled  nails,  two  to  each  Slate,  and 
made  to  house  perfectly  so  as  to  keep  out  the  rain  and  snow,  and  the  wffiole  well  pointed 
inside  with  strong  hair  Mortar. 

The  Hips  and  Ridges  to  be  covered  with  sawn  Stone  Ridges,  or  Ridge  Tiles  of  the  same 
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colour  as  the  Slates,  bedded  in  grey  ash  Mortar,  and  pinned  to  the  Ridge  and  Hips.  Fillet 
the  parts  with  strong  ash  Mortar  round  the  Chimneys,  prior  to  the  Lead  flashings  being- 
affixed  thereto. 


PLUMBER  AND  GLAZIER. 

Provide  the  Lead  flashing  to  dress  upon  the  slating  not  less  than  10  inches  up  the 
Rafters,  and  to  turn  up  not  less  than  4  inches,  and  into  the  walls  of  the  Chimney  2  inches. 
( Lead  6ft  to  the  foot  superficial.) 

Provide  the  necessary  valley  Boards,  properly  fixed,  to  receive  the  Lead  work,  which 
must  be  7  inches  wide,  and  not  less  than  9  inches  on  each  side  under  the  slating,  and 
provide  and  fix  Lead  thereto  7ft  to  the  foot  superficial. 

Glaze  all  Windows  and  Casements  with  the  third  Crown  Glass,  well  puttied  into  the 
iron  Frames  and  Lights,  and  properly  secured  thereto,  and  left  whole  and  clean  at  the 
finish  of  the  Building. 


FOUNDER  AND  SMITH. 

Provide  all  the  Windows  with  cast-iron  Lights  for  the  Cottage  Windows,  rebated  for 
the  Glass,  to  fit  into  the  Rebate  of  the  Window  Frames ;  and  also  Casements  to  each 
Window,  with  the  Cross  Bar  at  the  top  to  receive  the  Casement  and  the  iron  Light 
above  it,  and  proper  fastenings  for  the  Casements. 

Provide  5  cwt  of  wrought-iron  Straps,  Bolts,  and  Screws  for  the  Roof  and  Joist  where 
recpured  to  be  used. 


PAINTER. 

Paint  all  the  Wood  work  inside  with  three  coats  in  oil  properly  sized  and  puttied,  and 
the  knots  to  be  properly  subdued. — Paint  all  the  exterior  with  common  Colour  three 
times  in  oil,  and  the  Doors,  Windows  and  Frames  painted  in  broAvn,  in  imitation  of 
old  Oak,  as  well  as  the  imitation  Timber  Framing  to  the  Gables,  and  also  the  Verge 
Boards.  The  Verge  Boards  to  be  dark  brown. 


PAVIOUR. 

Pave  the  Kitchen,  Dairy,  Porches,  and  Ground  Floor,  Pantry  and  Closets,  with  roughly 
scappelled  Flags,  2  inches  thick,  bedded  and  jointed  in  Mortar,  and  bedded  on  Sand. 

The  Roof  of  the  Porches  to  be  covered  with  large  flag  Landings  4  inches  thick,  1  inch 
into  the  Walls,  and  projecting  over  the  face  of  the  Porch  Walls,  as  shown  in  the  draw¬ 
ings,  and  bedded  in  Mortar. 

Complete  the  remainder  of  the  works  as  set  forth  in  the  detailed  working  drawings,  to 
be  provided  in  further  explanation  of  the  several  works. 
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DESIGN  No.  1. 

Represents  an  Ornamental  Cottage  that  may  be  appropriated  as  a  Gate  Lodge,  or  a 
small  Dairy  Farm  House.  It  would  serve  for  the  residence  of  a  Bailiff  of  a  great  Farm, 
or  head  Gamekeeper,  either  having  a  wife  and  two  or  three  children.  Cottages  of  this 
description  are  appropriate  structures  for  the  rural  ornament  of  the  pleasure  grounds  of 
a  Nobleman,  or  private  Gentleman’s  demesne,  or  for  a  park. 

Plate  No.  1. — Intended  as  the  Frontispiece  to  the  Second  Series,  exhibits  the  design 
in  perspective. 

Plate  No.  2. — The  Ground  Plan,  and  the  Chamber  Plan,  and  the  Entrance  Elevation. 

Plate  No.  3. — Principal  Front  Elevation.  Elevation  of  the  Rear. 

Plate  No.  4. — The  Transverse  and  Longitudinal  Section. 

This  Cottage  contains  a  Living-room,  Kitchen,  Pantry  under  the  Stair-case,  Dairy, 
Oven,  and  Copper.  A  separate  entrance  to  the  Dairy  has  been  arranged  for  the  purpose 
of  easily  converting  the  Cottage  into  two  separate  Dwellings,  if  required,  by  appropriat¬ 
ing  the  space  allotted  to  the  Dairy  for  the  erection  of  a  Stair-case  and  Pantry,  as  in  the 
corresponding  side  of  the  division  Wall. 

Were  the  Building  divided  into  two  separate  tenements,  each  would  have  a  Living- 
room,  or  Kitchen,  a  Pantry  under  the  Stairs,  and  an  Oven  might  be  constructed  on  the 
side  of  the  Fire-place.  The  Bed-room  above,  in  each  tenement,  might  contain  two  beds, 
and  a  third  (a  press  bed)  could  be  placed  in  the  recess  at  B,  enclosed  by  a  curtain  drawn 
from  each  angle  of  the  Wall — A  to  C. 

Tire  bricking  up  of  the  Door-way  on  the  right  hand  of  the  Chimney  on  the  Ground 
Floor,  and  that  of  the  Chamber  Floor,  would  completely  divide  the  Buildings  into  two 
equal  portions,  each  affording  similar  conveniences  to  their  respective  tenants. 

This  Cottage  was  designed  by  the  desire  of  the  Right  Hon.  E.  J.  Littleton,  M.  P.  for 
the  county  of  Stafford. 

Estimated  at  the  least  expense,  if  erected  in  the  above  county,  £270 

The  Building  may  be  erected  for  the  sum  of  £200  if  finished  externally  entirely  with 
Rough  Cast,  upon  rough  Stone  Wall,  or  Brick  work.  The  imitation  of  Timber  work 
being  wrought  in  Plaster,  and  coloured  with  Oil  Paint. 


Estimate  for  the  Building,  if  completed  according  to  the  Specification  to  this  Design  .  .  <£266 


DESIGN  No.  2. 

Plate  No.  5. — Represents  the  principal  elevation  of  an  Ornamental  Cottage,  surrounded 
by  appropriate  scenery,  with  Gates,  showing  its  application  to  a  Gate  Lodge,  an  object 
when  appropriately  designed,  is  ornamental  to  Park  scenery.  This  Plate  contains  also 
two  other  Elevations  ;  besides  Plans  of  the  Ground  and  Chamber  Floor. 

The  Cottage  is  adapted  to  a  respectable  Peasant,  having  a  few  acres  of  land  allotted  to 
him  for  his  own  cultivation. 

The  Ground  Floor  affords  a  Living- room,  a  Dairy  with  external  entrance  to  it,  a  Pantry 
and  Porch.  Under  the  square  Tower  is  a  Scullery  with  an  Oven,  and  Fire-place  with 
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Cooking  apparatus,  a  Piggery  and  Water  Closet  are  added  externally  against  the  base  of 
the  Tower,  and  a  Servants’  Bed -room  occupies  the  upper  part  of  the  same.  There  are  two 
Bed-rooms  on  the  Ground  Floor;  these,  if  required,  could  be  converted  into  a  Kitchen,  and 
in  lieu  thereof,  by  raising  the  Roof  two  feet,  the  Loft  would  then  be  sufficiently  high  and 
capacious  to  admit  of  two  convenient  Bed-rooms. 


Estimate  .....  ,£243  10 


DESIGN  No.  3. 

Plate  No.  6. — A  Cottage  that  might  be  occupied  by  the  Forester,  or  applied  as  a  small 
Dairy  Farm,  or  might  be  tenanted  by  a  Peasant  having  a  small  portion  of  land  allotted 
to  him  for  his  own  cultivation. 

The  Cottage  is  represented  by  two  Elevations,  together  with  the  Ground  and  Chamber 
Floor  plans,  upon  the  same  plate. 

The  Cottage  consists  of  a  Living-room  containing  three  Closets,  a  Kitchen,  with  an 
Oven  and  a  Copper,  and  a  Stair-case  conducting  to  the  upper  Floor.  Also  a  Dairy  com¬ 
municating  with  the  Lobby.  The  Chamber  Floor  provides  three  convenient  Bed-rooms, 
with  a  Loft  over  the  front  one,  accessible  by  a  convenient  Step-ladder,  or  steep  Stair-case, 
which  may  be  formed  in  the  thickness  of  the  Wall  dividing  the  Bed-room  from  the  smaller 
one  over  the  Porch. 


Estimate . £231 


DESIGN  No.  4. 

Plate  No.  7. — Represents  a  design  for  seven  adjoining  Peasants’  Cottages,  the  centre 
one  being  two  stories  in  height ;  contains,  on  the  Ground  Floor,  a  Sitting-room  and 
a  Kitchen,  and  on  the  Floor  above,  two  Sleeping-rooms. 

The  three  Cottages  on  either  wing,  contain  each  a  Sitting-room  and  a  Bed-room. 

These  Cottages  were  designed  for  the  Most  Noble  the  Marquis  of  Waterford,  and  are 
intended  to  be  erected  upon  his  Lordship’s  demesne  at  Curraghmore,  in  the  county  of 
Waterford. 


The  two  end  Cottages  .  .  .  each  £61  .  .  £122 

The  centre  Cottage  ....  125  .  .  125 

The  four  others .  55  .  220 


Total  of  the  cost  of  the  seven 


£467 
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SUPPLEMENT  PART  IE 


A  COTTAGE. 

SPECIFICATION  TO  DESIGN  No.  1. 


Plates  1,  2,  3,  and  4. 


DIGGER. 

Excavate  the  trenches  for  all  the  foundation  Walls,  and  fill  up  the  spaces  on  both 
sides  of  the  Walls,  when  built,  with  earth,  to  the  level  of  the  surface  of  the  intended  line 
of  the  ground,  and  ram  the  earth  quite  hard.  Excavate  and  fill  up,  in  like  manner,  to 
all  the  Walls  required  for  Drains,  Vaults,  Cess  Pools,  Partitions,  Dwarf  Walls,  or  other 
Brick  work  required  by  the  Plans. 


BRICKLAYER  AND  MASON. 

The  Walls  to  be  erected  to  the  depth,  height,  and  thickness  described  by  the  several  Walls. 

Plans,  “  Elevations  and  Sections,”  to  be  constructed  of  the  best  Materials,  as  hereafter  set 
forth,  the  whole  to  be  well  flushed  with  Mortar,  of  the  best  and  most  approved  compound  Mortar, 
of  sharp  Sand  and  well-burnt  Lime,  and  grouted  every  third  course  if  required ;  or,  as 
may  be  proper  to  be  adopted  for  the  Materials  proposed  to  be  used. 

The  Plinths  and  Quoins  of  the  Walls  above  the  ground  line,  and  6  inches  below,  to  Plinths  and 
be  formed  according  to  the  Elevations,  with  Stone  neatly  tooled,  (or  scappelled,  or  Quoins- 
hammer-dressed,  as  may  be  preferred,)  and  placed  in  alternate  courses,  projecting  each  way 
as  described  in  the  Elevations,  and  well  bonded  to  the  Brick  work,  and,  where  required,  BondStones. 
to  pass  some  of  the  Stones  through  the  Walls  to  bond  the  angles  of  the  Walls  together. 

The  Labels  and  Reveals  to  the  Doors  and  Windows  to  be  of  Stone,  (neatly  tooled,  or  Labels  and 
scappelled,  or  hammer-dressed,  as  may  he  required,)  to  be  completed  as  set  forth  in  the  Reveals, 
detailed  working  drawings,  which  describe  minutely  the  form  and  particular  mode  of 
finishing.  ( ^ 

The  Octangular  Columns  supporting  the  upper  Quoins  or  Angles  of  the  Building  to  support 
be  of  Stone.  The  Dressings,  Steps,  Plinths,  and  other  parts,  as  set  forth  in  the  working  Angles  of  p 
drawings,  to  he,  as  therein  shown,  of  Stone,  and  finished  accordingly,  to  correspond  to  111  in^‘ 
the  general  design.  ,  Plinths. 

All  the  exterior  Walls,  viz.  the  spaces  between  the  Windows  and  Doors,  or  the  fronts  walls  and 
surrounding  the  Doors  and  Windows,  between  the  Plinths  and  the  Plate  of  the  Roof,  or  Facing  of 
String  Course,  to  be  completed  in  common  Brick  work,  neatly  set  and  pointed  for  colour-  C1 
ing,  or  with  common  Wall  Stone  in  courses,  if  the  Country  afford  Stone  at  a  cheaper 
rate  than  Brick  work. 

The  interior  parts  of  the  external  Walls,  and  also  the  interior  Walls  which  exceed 
9  inches  in  thickness,  are  to  be  of  sound  well-constructed  Brick  work,  or  may  be  Stone 
Walls,  set  in  courses  in  good  Mortar  (provided  the  Country  in  which  the  Building  is  to 
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Lintels, 


be  erected  produces  Stone  at  a  cheaper  rate  than  Brick  work).  For  all  the  interior  Walls 
of  9  inches  in  thickness,  provide  well-burnt  Bricks  set  and  flushed  in  Mortar. 

All  the  4|  partition  Walls  for  the  interior,  to  be  properly  Brick  nogged,  and  flushed 
in  Mortar,  and  the  Timber  work  to  be  of  quarters  4^  by  1-^,  3  feet  apart,  with  horizontal 
Braces,  2  feet  asunder  in  height. 

CARPENTER  AND  JOINER’S  WORK. 

THE  GABLES  AND  VERGE  BOARDS. 

The  Gables  to  be  executed  in  rough  Brick  work  preparatory  for  receiving  the  rough 
Casting.  Proper  Wood  Bricks  to  be  introduced  in  the  parts  required  for  the  indicatory 
Timber  framing  to  Gables,  which  are  to  be  formed  in  Wood  linings. 

Note.  This  may  he  done  either  in  Wood  linings  secured  to  the  Wooden  Bricks,  as  above 
described,  or  the  whole  may  be  formed  in  Plaster,  and  the  parts  to  represent  the  Timber 
framings  must  be  'painted  in  Oil  colour,  to  represent  old  Oak. 

The  Wall  Plate  or  String  Course  that  forms  the  external  Band  for  the  Gable  Timbers 
(artificial  or  otherwise)  to  rest  upon,  to  be  9  inches  in  depth,  and  2^  inches  in  thickness, 
to  project  1^  inches  before  the  face  of  the  rough-cast  Plaster  Gables. 

The  Verge  Boards  to  be  cut  out  of  2^  inch  Plank,  well  spiked  to  the  rafter-ends  of  the 
Roof  and  Purlins.  The  Soffit  of  the  parts  of  the  Roof  projecting,  to  be  furred  out,  and 
plastered  with  one  coat  and  set.  (See  working  drawings  for  further  particulars.) 

The  Brackets  for  the  projecting  part  of  the  Roof  to  be  cut  out  of  Oak  Branches  to  the 
form  shown  in  the  drawing,  and  to  be  well  wedged  into  the  Walls,  and  secured  with 
spikes  to  the  ends  of  the  Soffit  of  the  Roof. 

The  Roofs  to  be  formed  of  dram  Battens  6^  by  2\,  Purlins  6^  by  4,  Collars  6^  by  2^, 
Braces  4\  by  2,  Ceiling  Joists  5  by  H,  Ridge  Piece  9  by  !■£,  Battens  for  Slates  2  by  1, 
Furring  out  for  the  Soffits  of  Roof  where  they  project  to  be  3  by  1^,  Wall  Plates  4  by 
3.  The  whole  framed  as  shown  on  the  drawings,  and  to  working  drawings  to  be  provided 
for  that  purpose,  and  providing  all  necessary  Bolts,  Straps,  Spikes,  and  other  Materials, 
and  labour  to  perfect  the  Roof  ready  for  the  Slater  or  Tiler,  as  may  be  required.  Provide 
all  Lier  and  Valley  Boards  for  the  Eaves  and  Valleys,  Gutters  or  Verges  required. 

CHAMBER  FLOORS. 

Common  Joist  7  by  2-i,  well  spiked  at  the  ends  to  Plates  4\  by  2  A  inches,  which  must 
be  firmly  bedded  upon  the  Walls.  The  Trimming  Joist  7  by  3,  framed  and  pinned,  and 
well  secured  to  the  Templates  4\  by  3|,  to  be  not  less  than  4  feet  in  length,  and  to  be 
used  where  required.  The  Floors  of  Joist  to  have  two  tier  of  Bridgings  to  each  Room,  6 
inches  deep  by  1^  thick,  well  nailed  to  the  Joist.  The  Joist  to  go  into  the  Walls  not  less 
than  9  inches  at  each  end. 

GROUND  FLOOR  JOIST. 

Note.  If  the  Cottage  be  not  divided  into  two,  one  of  the  Rooms  upon  the  Ground  Floor 
need  only  to  be  boarded,  that  intended  for  the  Kitchen  to  be  paved  with  Stone  or  Brick. 
The  Ground  Floor  Joist  to  be  of  Oak  5  by  2\  inches,  laid  upon  Templates  of  the 
same  Scantling,  bedded  upon  dwarf  Walls  the  requisite  height  (see  Sections).  The 
whole  well  spiked  to  the  Templates,  and  trimmed  to  the  Fire-places  and  openings. 

Provide  Lintels  6  by  4^  to  all  the  Window  and  Door  openings  where  necessary, 
to  be  bedded  in  Mortar,  and  18  inches  longer  than  the  openings  between  the  Reveals. 


Provide  all  necessary  furring  out  from  the  Rafters  to  the  Floor,  for  the  sides  of  the 
Bed  Rooms,  where  the  height  does  not  exceed  2  ft  6  ins,  and  the  boarded  Floors  of  the 
Chambers  to  extend  as  far  as  the  sides. 

Note.  The  parts  of  the  lloom  having  a  less  height  than  2  ft  6  ins,  need  not  he  enclosed. 

The  Chamber  Floors,  and  the  Living  Room,  Landings,  and  Closets  to  be  boarded 
with  1|  yellow  Deal,  folded  and  well  nailed  to  the  Joist,  and  the  hearths  properly  bordered. 
The  external  Doorways  to  have  proper  framed,  beaded,  and  rebated  Door  Frames  5  by 
3^,  with  £  battened  Doors,  and  If  by  rebated  Frames,  with  cross  ledges  at  the  back, 
well  nailed  and  framed  to  the  Stiles.  The  bottom  Rail  to  be  9  inches  wide.  The  battened 
Pannels  to  be  groved,  tongued,  and  beaded.  The  Doors  to  be  hung  with  strong  T  Hinges, 
with  two  7-inch  Bolts,  and  a  stock  Lock  of  the  value  of  3  s  6  d  to  each  Door. 

The  interior  Doors  to  have  proper  Door  Frames  5  by  3,  rebated  and  beaded  with  f 
ledge  Doors,  beaded,  grooved,  and  tongued,  with  top,  bottom,  and  centre  Ledge  6  inches 
wide.  The  Doors  to  be  hung  with  T  Hinges  12  inches  long,  well  screwed  on,  with 
Norfolk  Latches  to  all  the  interior  Doors,  and  stock  Locks  to  the  Bed  Rooms  and  Closet 
Doors  of  the  value  of  3  s  to  each  Door. — Provide  30  feet  superficial  of  1^  wrought  Shelves 
for  the  Dairy,  on  strong  bearers  ;  and  40  feet  superficial  of  ditto  1|  thick  for  the  Pantry 
and  Closet,  on  Brackets,  and  the  ends  plugged  into  the  Walls,  and  securely  and  neatly 
finished.  Provide  and  fix  to  the  Chambers,  Landing,  and  Staircases,  Skirtings  4  inches 
wide,  and  f  thick,  wrought,  plain,  and  plugged,  where  necessary,  to  the  Walls,  and 
otherwise  fixed  in  the  usual  and  workmanlike  manner.  The  Skirtings  to  the  Living 
Room  to  be  4i  inches  high,  f  beaded  on  the  upper  edge,  and  plugged  to  the  Walls. 

The  Skirting  to  the  Kitchen  and  Offices  to  be  the  same  as  for  the  Chambers,  and  fixed 
in  a  similar  manner. 

Provide  sawn  Deal  beaded  Linings  to  the  inside  Reveals  of  all  the  Doorways  and 
Windows,  where  required,  to  be  flush  with  the  plastering  upon  the  interior  Walls,  for  the 
protection  of  the  Angles,  beaded  and  quirked. 

Provide  the  Window  Shutters  and  Finishings  thereto,  as  set  forth  in  the  detailed 
working  drawings,  and  the  same  in  respect  to  the  Closet  Fronts,  and  Window  and  Door 
Architraves. 

The  Stairs  to  be  of  1|  yellow  Deal  upon  Fir  bearers  4  by  1^  framed  to  a  Newel  2^ 
inches  square.  The  whole  wrought  where  required,  and  completed  in  a  workmanlike 
manner. 

Provide  £5  for  the  Stone  Chimney  Pieces  to  the  several  Rooms ,  and  £3  for  the  Stoves 
and  Fittings  necessary  thereto. 


PLASTERER. 

Lath,  plaster,  and  set  and  white  all  the  Ceilings,  and  render  all  the  Walls,  and  brick- 
nogged  Partitions,  with  one  coat,  and  set  and  whited,  or  coloured  with  any  sized  common 
colour,  as  shall  be  directed.  Lath,  and  plaster,  and  set  all  the  external  Soffits  to  the 
projecting  part  of  Roofs,  and  colour  the  same.  Perform  all  quirks  pointing  to  the  Slates, 
or  pointing  to  the  inside  of  the  Roofs,  where  required,  or  any  other  Work  necessary  to 
complete  the  Cottage. 


SLATER. 

Cover  the  Roofs  with  grey-coloured  Ton  Slates  of  small  size,  laid  on  Laths  2  by  1, 
well  nailed  to  the  Rafters,  and  the  Slates  secured  with  oiled  nails,  two  to  each  Slate,  and 
made  to  house  perfectly  well,  to  keep  out  the  rain  and  snow  ;  and  the  whole  rvell  pointed 
inside  with  strong  hair  Mortar.  The  Hips  and  Ridges  to  be  covered  with  sawn  Stone 
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Ridges,  or  Ridge  Tiles  of  the  same  colour  as  the  Slates,  bedded  in  grey  ash  Mortar,  and 
pinned  to  the  Ridge  and  Hips.  Fillet  the  parts  with  strong  ash  Mortar  round  the 
Chimneys,  prior  to  the  Lead  flashings  being  fixed  thereto. 

THE  PLUMBER  AND  GLAZIER. 

Provide  the  Lead  flashings  to  dress  upon  the  Slating,  not  less  than  10  inches  up  the 
Roof,  and  to  turn  up  not  less  than  4  inches,  and  into  the  Walls  of  the  Chimneys  2  inches. 
( Lead  61b  to  the  foot  superficial.) 

Provide  the  necessary  Valley  Boards,  properly  fixed,  to  receive  the  Lead  work,  which 
must  be  7  inches  wide,  and  not  less  than  9  inches  on  each  side  under  the  Slating.  ( The 
Lead  81b  to  the  foot  superficial.) 

Glaze  all  the  Windows  and  Casements  with  the  third  Crown  Glass,  wrell  puttied  into 
the  iron  Frames  and  Lights,  and  properly  pinned  thereto,  and  left  whole  and  clean  at  the 
finish  of  the  Building. 


FOUNDER  AND  SMITH. 

Provide  all  the  Windows  with  cast-iron  Lights  for  the  Cottage  Windows,  rebated  for 
the  Glass,  and  properly  fixed  to  the  Rebates  of  the  Window  Frames  ;  and  also  provide 
Casements  to  each  Window,  with  the  Cross  Bar  at  the  top  to  receive  the  Casement,  and 
the  iron  Light  above  it. 

Provide  ^  cwt  of  wrought-iron  Straps,  and  Bolts,  and  Screws,  to  fix  the  same,  for  the 
Roofs  and  Joist  where  required. 


PAINTER. 

Paint  all  the  Wood  Work  inside  with  three  coats  in  Oil,  properly  sized  and  puttied, 
and  the  knots  to  be  properly  subdued. — Paint  all  the  exterior  with  common  Colour  three 
times  in  Oil,  and  the  Doors,  and  Windows,  and  Frames  painted  brown,  in  imitation  of  old 
Oak,  as  well  as  the  imitative  Timber  Framing  to  the  Gables,  and  also  the  Verge  Boards. 
The  Verge  Boards  to  he  dark  brown. 


PAVIOUR. 

Pave  the  Kitchen,  Dairy,  Pantry,  and  Closets  on  the  Ground  Floor  with  roughly 
scappelled  Flags  2  inches  thick,  bedded  and  jointed  in  Mortar,  and  bedded  upon  Sand. 

Complete  the  remainder  of  the  Work  as  set  forth  in  the  detailed  working  drawings  to 
he  provided  in  further  explanation  of  the  several  works. 


